
EN iFlex300 Eco LED Strip Set

CONTENTS

RGBW LED Strip 5000 x 10 x 1.72 mm 
Self-adhesive back, 300 LEDs

Power supply unit, 2 m supply cable

IR Remote control (incl. battery), 125 x 56 x 7.5 mm

Control unit, 60 x 30 x 14 mm Sensor Clip connector

RGBW   |   300 LEDs   |   5 m   |   5 V   |   IR Remote Control   |   Music Sensor
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16.67 mm

CONNECTION

Connect the power supply unit to the control unit.

Connect LED strip with clip connector.

Connect the power supply unit to the mains.
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CONTROLLER /  
REMOTE CONTROL

Switch on 

Switch on / off

Set speed

Change effect

16 preset  colours

Switch off

Preset effects

Reduce / increase
effect speed

Music recognition mode
is selected automatically

Decrease / increase
brightness

Decrease / increase
effect length

Colour change  
music eecognition mode

Effect forward

Effect back

Saved effect is selected 
automatically

Favourite setting
automatic

Favourite setting
 forward / backward

Music recognition mode 
 forward / backward



SAFETY INSTRUCTIONS

The LED modules and all their components must not be mechanically stressed.  
Avoid excessive force, e.g. from Screws or excessive bending. The installation of the  
strip (with control gear) must be carried out in compliance with all applicable  
electrical and safety standards.

Ensure standard ESD precautions are taken when installing the modules.
- Components on the LED strips must not be subjected to mechanical loads.
- The conductor paths on the circuit boards must not be damaged or interrupted
by the assembly.
- Working temperature: -20°- 60°C.

Installation may be carried out by an approved electrician in compliance with all applicable
regulations and standards.
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